




CHEEK RISER INSTALLATION

LENGTH OF PULL ADJUSTMENT

Remove the Butt-Pad Slider by loosening the Dual-Drive 
Slider Screw and removing. The Slider and Angled 
spacer can then be pulled out of the back of the stock. 
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STEP 1: LOP SLIDER REMOVAL

Remove the Butt-Pad Slider by loosening the Dual-Drive 
Slider Screw and removing. The Slider can then be 
pulled out of the back of the stock. 

STEP 3: INSTALL CHEEK RISER

Place desired Cheek Riser onto Stock Body hooking 
front into Stock Body first, then lowering rear into place.

STEP 2: REMOVE ORIGINAL CHEEK RISER

Lift and remove Cheek Riser away from Stock Body.

STEP 4: REINSTALL BUTT-PAD SLIDER

Re-install Butt-Pad Slider by sliding back into Stock,  
with tab on front of LOP Spacer or Butt-Pad Slider fitting 
into slot on rear of Cheek Riser. Re-install Slider Screw 
and tighten to 10 [in-lb].

Caution: Do not over tighten. Over tightening can 
cause damage to the Stock or Slider.

CHEEK RISER KITS SOLD SEPARATELY
HIGH - MAG461  |  LOW - MAG463
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Note: Adapter spacer (225-0212) must always 
be used.

DOME STUD SLING MOUNTS
Drill points provided for dome stud sling swivels front and rear. Use #10-32 X 3/8” long dome stud swivels.

Drill front and rear dimples using a #21 (0.159”) bit, mark drill bit to allow for a max hole depth of .375”-.400” 
front and rear. For best results cut threads into plastic with a #10-32 tap.

WARNING: Drilling deeper may damage the stock. Please consult a gunsmith for professional 
installation.

DOME STUD SLING MOUNTS INSTALLATION


