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USAGE INSTRUCTIONS

CUSTOMIZATION INSTRUCTIONS

STOW
To stow the Bipod Legs, press the Leg Lock Button (A) 
and rotate the Bipod Legs forward until they are parallel 
with the Mounting Plate and the spring detent positively 
engages.

NOTE: The Bipod Locking Knob Cap (B) is made of a 
non-marring rubber material and can be used 
additionally as a shooting aid when a lower firing 
position is desired.

BIPOD FEET
The Magpul Bipod features removable rubberized feet 
which provide a stable, non-marking platform and are 
compatible with Atlas pattern bipod replaceable feet. To 
remove the Bipod Feet, simply drift out the 1/8” Slotted 
Spring Pin using a 1/8” roll pin punch and install the 
desired compatible aftermarket bipod feet per their 
individual manufacturer’s instructions.

TILT 
The Magpul Bipod features 25˚ +/- (50˚ total) of TILT 
which can be adjusted and locked into position by 
loosening/tightening the Bipod Locking Knob.

NOTE: Bipod Locking Knob hardware may loosen 
and will require the end user to re-tighten the Knob 
until the hardware takes a set.  

PAN
The Magpul Bipod features 20˚ +/- (40˚ total) of PAN. The 
Bipod comes preset for PAN but the feature can be 
locked out by loosening the Bipod Locking Knob (A) until 
the Bipod Pivot Block can be raised (B) and rotated 180˚ 
(C). Ensure the Bipod Pivot Block is set to the desired 
PAN or LOCK position as indicated on the Block location 
before re-seating the Bipod Pivot Block and tightening 
the Locking Knob to fully secure the Bipod Housing.

NOTE: Bipod Locking Knob hardware may loosen 
and will require the end user to re-tighten the Knob 
until the hardware takes a set.

BIPOD LEG LENGTH 
The Magpul Bipod Legs are notched and can extend 
and/or retract from ≈7”—10” at approximately 1/2” 
intervals by pressing the Bipod Leg Release Button (A) 
and setting the Legs to any of the 7 notched locations.  
The Legs can be set symmetrically or at asymmetric 
heights to account for variations in terrain and/or 
shooting positions.
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MAINTENANCE 

BIPOD LUBRICATION
During regular weapon maintenance cycles, it is 
recommended that a CLP-type lubricant is added to the 
Leg Lock Button and Leg Pivot points, especially in dry 
and dusty environments, to help mitigate wear.
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